Royal Global Ene ) ) L )
O gy, RGE’s core business Oil, Gas, Refining and Petrochemicals

Rubber Process Oil

Rubber Process Oil is defined as a mixture of different
¢ processing products such as paraffinic, naphthenic, and
74 aromatic compounds that can be of any molecular weight.

RPOs are used as a component in rubber formulations for the
manufacturing of rubber products.

RPO different types have two general grades: Heavy and Light.

Heavy: Light:

Packing:

Drums Flexi Tank
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TYPICAL SPECIFICATIONS

HEAVY RPO
Typical Properties Unit Test Method Typical Values
Kinematic Viscosity @ 100 °C ST ASTM D-445 30-50
3
Density @ 100 °C Gr/cm ASTM D- 1298 1.05
ASTM D-92 240
Flash Point °C
ASTM D-93
Aniline Point °C |P-2 30-40
Refractive Index ASTM D-1218 1.56
LIGHT RPO
Typical Properties Unit Test Method Typical Values
Kinematic Viscosity @
D- _
100 °C cST ASTM D-445 20-30
3
Density @ 100 °C Gr/cm ASTM D- 1298 1.01
ASTM D-92 230
Flash Point °C
ASTM D-93
Aniline Point °C IP-2 30-40
Refractive Index ASTM D-1218 1.55
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Container Shipment: Bulk Shipment:

Minimum Order:- 5 CNTRS Minimum Order:- 3 KT
Maximum Order;- 10 KT
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