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Sulfur

 The greatest commercial use of the element is the production of 
sulfuric acid for sulfate and phosphate fertilizers, and other 
chemical processes. Sulfur is used in matches, insecticides, and 
fungicides. Many sulfur compounds are odoriferous, and the 
smells of odorized natural gas, skunk scent, bad breath, grapefruit,
and garlic are due to organosulfur compounds.

Packaging-:

1MT Jumbo bags Bulk
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TYPICAL SPECIFICATIONS

Analysis Limits Test Method 
Physical Form Lump & Powder Visual 
Appearance Bright Yellow Visual 

Purity on Dry basis, wt% 99.80% Min ASTM D-4239 
Moisture, wt% 0.02% Max ASTM D-2790 

Ash Content, wt% 0.015% Max ASTM D-1509 
Organic Solid Matter, wt% 0.01% Max NA 

Acid Content, wt% 0.0001% Max ASTM D-1613 
Mechanical impurities, wt% 0.01% Max NA 

Lump

Analysis Limits Test Method 
Physical Form Granular Visual 
Appearance Bright Yellow Visual 

Purity on Dry basis, wt% 99.8% Min ASTM D-4239 
Ash Content, wt% 0.05% Max ASTM D-1509 
Acid Content, wt% 0.02% Max ASTM D-1613 

Moisture, wt% 0.5% Max ASTM D-2790 
Hydrocarbons, wt% 0.05% Max ASTM D- 2360 

Organic Solid Matter, wt% 0.01% Max NA 
Size Distribution 

Bigger than 4.75 mm 5% Max  
B/w 2.4 & 4.4 mm 75% Min  
Smaller than 2mm 3% Max  

Smaller than 1.19 mm 2% Max  
Smaller than 300 microns 0.1% Max  

 

Granular 
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Analysis Unit Limits 
Sulfur %w/w 99.95% Min 

Organic Matter %w/w 0.015 Max 
Ash %w/w 0.04 Max 
Acid %w/w 0.007 Max 

Moisture %w/w 0.2 Max 
As, Se, Te %w/w 0.0005 Max 

Granulation 0.5 to 3.2mm %w/w 90.00 Min 
Bulk Density Approx. 1200 kg/m3 

Pastille

Analysis Limits 
Purity 99.5% Min 

Dry sieve test 200 B.S.S 80% Min 
Dry sieve test 350 B.S.S 60% Min 
Dry sieve test 100 B.S.S 95% Min 

Acidity as H.S.O 1.0% Max 
Ash Content 1.0% Max 

Melting Point 116°C to 119°C 

Powder



R G E ’ s  c o r e  b u s i n e s s  O i l ,  G a s ,  R e f i n i n g  a n d  P e t r o c h e m i c a l s

B.M@engineer.com JBC 2, JLT,PO Box 212889
Dubai, UnitedArab Emirates

 
+971 55 489 4873

 

B.M@engineer.com

WWW.ROYALGLOBALENERGY.COM

RGE@royalglobalenergy.com

JBC 2, JLT,PO Box 212889
Dubai, UnitedArab Emirates

 
+971 55 489 4873

 

B.M@engineer.com

WWW.ROYALGLOBALENERGY.COM

RGE@royalglobalenergy.com

Minimum Order:- 25 CNTRs

Container Shipment: Bulk Shipment: 

Minimum Order:- 5 KT

Maximum Order:- 75 KT 
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