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Slack wax

 
 

Slack Wax is a raw refinery output that is a 
precursor  of paraffin wax and scale wax. It is 
mostly used as a primary  substance for methods 
that produce
different grades of paraffin.

The  slack  Wax  specification  is  somehow
the  same  among  its  various  grades. It  is
naturally  brown  in  color  and  has  a  high
viscosity.
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TYPICAL SPECIFICATIONS

Characteristic Unit Test 
method 

Typical 
3-5% 10% 12% 

Kinematic viscosity @100 ˚C Cst ASTM D-445 5 5 5 

Flash point ˚C ASTM D-92 230 230 230 

Specific gravity 25 ˚C/25 ˚C  
– 

 
ASTM D-190 

 
0.80 

 
0.80 

 
0.80 

Oil Content %wt ASTM D-721 3-5 10 12 

Congealing Point ˚C ASTM D-937 55 55 55 

Color – ASTM D-
1500 

3 3 3 

Drop Melting Point ˚C ASTM D-127 57 57 57 

Minimum Order:- 2 CNTRs

Container Shipment: 
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Paraffin wax

Paraffin wax is a white or colorless soft, solid wax. It's made from 
saturated hydrocarbons. It's often used in skin-softening salon and 
spa treatments on the hands, cuticles, and feet because it's 
colorless, tasteless, and odorless. It can also be used to provide 
pain relief to sore joints and muscles.
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TYPICAL SPECIFICATIONS

Specifications Test Method Results 

1-3% 3-5% 5-7% 

Oil Content ASTM D-721 2.5% 4.5% 6.1% 

Melting Point ASTM D-87-09 60°C 60°C 58-60°C 

Sp.gr@60°C ASTM D-2726 0.8 gr/cm3 0.83 gr/cm3 0.78-0.80 gr/cm3 

Color ASTM D-1500 White Light yellowish 2-3 
Flash Point ASTM D-93-13 300°C 250°C 270  C 

Minimum Order:- 3 CNTRs

Container Shipment: 
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Residue Wax

The remaining residue when the process of manufacturing 
paraffin wax from slack wax is finished, the main usage is 
for matches industry since its oil content is about 50% and 
has strong odor and color is quite brown. residue wax is a 
by-product obtained by slack wax deoiling or sweating in 
the paraffin wax manufacturing process. 

Residue wax is the mix of oil and slack wax. this Wax, 
formally known as Foots oil is a commodity derived from 
the production of semi refined paraffin wax, having almost 
60% result from 100% of slacks provided by the oil refineries.
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TYPICAL SPECIFICATIONS

Characteristic Test Method Result 
Oil Content ATSM D-721 30-40% wt 

Melting point ATSM D-127 40-50°C 
Flash Point ATSM D-91 230-250 °C 

Kinematic Viscosity@100°C ATSM D-445 6-7.5 Cst 
Penetration@25°C ATSM D-937 100-150 (1/10mm) 

Color ATSM D-1500 Yellowish White 
 

Minimum Order:- 2 CNTRs

Container Shipment: 
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